XW20-1 XW20-1
XW20-4

XG20-1

XG20-2 ROAD

CONSTRUCTION

ROAD
CONSTRUCTION

ROAD
CONS'IFI:IIIJ)CTION CONSTRUCTION 1500 FT. 1500 FT.
NEXT__ MILES ]
Z
-
000 (-1
NN WP/ A
1 o° %,
@ @ & ) N7 :]’@ -
e
1000 | 500 | 500 | 5000 |50 to Work Area | [50' to|  500' | 500 | 500 | =
1 1 1 ™00 AN / 100 1 | {
® 100 ®
XW20-1
XG20-1

ROAD
CONSTRUCTION

ROAD
CONSTRUCTION
NEXT_ _MILES

v.‘§

%Q

| 500 | 500" | 500'
I T T

50' to| [Work Area | 100'|50 to 1000'
1000 "X 3 | 100" T T T
TYPICAL APPLICATIONS OF TRAFFIC CONTROL DEVICES XG20-2
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CONSTRUCTION FLAGGER
GENERAL NOTES OPERATIONS
—_— SEPTEMBER 1997
@ Spacing of drums at this location shall be 10 ft STANDARD DRAWING No.E 801-TCFO0-01
for a 50 ft taper or 20 ft for a 100 ft taper. w““"”’,é"',,, DETALS PLACED N THS FORMAT  11-15-99
Sz
) 5‘2\0@\51‘% .
2. See Standard Drawing E 801-TCLG-01 for standard E;é\", No " o/ Amthony L. Uremovich f-15-99
notes and legend. e 180é5 DESI GV STANDARDS ENGI NEER  DATE
E’—,’é‘:“ STATE OF /

Longitudinal buffer length. See Standard Drawing @%4@,%& o/ Fi T ts00
\‘\ 8, 1002z andi = 10—

. . . /i
E 801-TCF0-03 for table this dimension. . //1(,7,':‘,““'.\?3 CH EF H GWAY ENG NEER DATE
[DES| GN_STANDARDS ENG NEER ORGNALLY APPROVED 9-01-97




	BACK

